Fap

CONTRACT NO. 62417 | ™ steton CONTY | sen | e

338 (113 & 114) R-5 wiL  |525 | 9]

S7A. 3260+00 TO STA. 3274+00

o son o | o

FAP 338 (IL RTE. 59

VERTICAL PANELS WITH

STEADY BURNING LIGHTS
SPACED e 25’ C-C

STA. 3260+00 TO STA., 3263+50

PAVEMENT MARKING TAPE, TYPE III,
4’ DOUBLE YELLOW e 11" C-C
STA. 3260+00 TO STA, 3264477
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TYPE II BARRICADES OR DRUMS
W/STEADY BURNING LIGHTS
SPACED @ 25" C-C

STA. 3263+75 TO STA. 3264+75

W3 87—

PAVEMENT MARKING TAPE, TYPE III,
4" WHITE EDGE LINE
STA. 3260+00 TO STA. 3264477
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EDGE OF TEMPORARY PAVEMENT

W20-1-(0)-48
PLACED IN PREVIOUS STAGE
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TEMPORARY SOIL RETENTION SYSTEM
STA. 3261+20 TO STA. 3261+80

EXISTING EDGE
OF PAVEMENT
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ONLVIV %

EXISTING EDGE OF PAVEMENT NOTES

PAVEMENT MARKING TAPE,
TYPE III, 6” WHITE DOTTED
LINE (6" SKIP-2' DASH)

1. EXISTING LANE CONFIGURATIONS ARE TO REMAIN IN
OPERATION DURING THIS STAGE OF CONSTRUCTION
UNLESS OTHERWISE SHOWN ON PLANS,

PROPOSED STORM SEWER \
(SEE NOTES 5, 6, 7 & 8) W1-4R~(0)-48

2. SEE TEMPORARY PAVEMENT DETAIL ON MAINTENANCE
OF TRAFFIC DETAILS SHEET.

TYPE 1I BARRICADES OR DRUMS

W/STEADY BURNING LIGHTS

SPACED e 25’ C-C

STA. 3263425 TO STA. 3264+75

JATYA  A3IN3I34

PROPOSED BOX CULVERT
AND STORM SEWERS
(SEE NOTES 5 & 8)

TEMPORARY CONCRETE BARRIER

W/TYPE ""C’" MONO-DIRECTIONAL
REFLECTORS SPACED AT 20’ C-C
STA. 3260+00 TO STA. 3264+00

3. SEE CROSS SECTIONS FOR GRADING DETAILS.

TEMPORARY PAVEMENT e e TTPE
(SEE NOTES 2, 3 & 4)

STA. 3260+00 TO STA. 3264+77

5. SEE EROSION CONTROL PLANS FOR INFORMATION,

4. SEE MAINTENANCE OF TRAFFIC GENERAL NOTE 25.
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6. SEE DRAINAGE PLANS FOR TYPE, SIZE, AND LOCATION.

7. PROPOSED 30" STORM SEWER SHALL BE TEMPORARILY
‘ CONNECTED TO EXISTING CULVERT AS APPROVED BY
i

THE ENGINEER. COST OF TEMPORARY CONNECTION
o SHALL BE CONSIDERED INCLUDED IN THE UNIT PRICE
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OF STORM SEWER, CLASS A, TYPE 1, 30"

8. SEE MAINTENANCE OF TRAFFIC GENERAL NOTE 27.
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! DISTRICT NO. ! SCHAUMBURG
STAGING PLANS
ILLINOIS ROUTE 59

e PRE-STAGE 1A
SCALE IN FEET scale _AS SHOWN DRAWN BY REW
pate _MARCH 18, 2008 CHECKED BY __JCM




